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CLAIM AMENDMENTS 

1. (Currently Amended) A blister package for mounting in an 
aperture opening of a carrier sheet comprises: 

a holder made from plastics material and having a loading 
aperture surrounded by a resiliently flexible wall portion providing a 
socket ; 

a lid for closing the aperture and formed with a resiliently 
flexible spigot which fits snugly into the socket to close it 
securely; 

cooperating fixtures on the spigot and socket which retain the 
lid closed until the package is to be opened; 

means for facilitating the removal of the lid from the holder 
when its contents are to be accessed; and 

spaced elements projecting outwardly from the blister package in 
the vicinity of the spigot and socket, at least one of the elements 
being spaced from the holder opening loading aperture . 

2. (Currently Amended) A package as set forth in claim J ; claim 
1 , -in which the wall of the holder is provided around the loading 
aperture with a peripheral flange which prevents movement of the 
holder through the opening of the carrier opening sheet in one 
direction . 

3. {Currently Amended) A package as set forth in claim 2, in 
which movement of the holder in the other direction is resisted by an 
external hollow rib on the wall which is spaced from but extends 
parallel to the flange. 

4. (Currently Amended) A package as set £vrLh in claim 3, in 
which the rib is hollow and the hollow of the rib provides a trough 
for locating a detenL formed on the spigot of the lid. 

5. (Currently Amended) A package ao oct forth in claim 1, mounted 
in openingo in blister package assembly, comprising; 

a carrier sheet formed with an opening, and 

a blister package mounted in the opening of the carrier sheet and 
comprising a holder made from pl astics material and ha ving a loading 
aperture surrounded bv a resiliently flexible wall portion providing a 
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socket, a lid for closing the ape r ture and fnrm&rt with a resilient lv 
flexible spigot which f ita snuglv into the socket to close it 
securely, cooperating fixtures on the spig ot and aocket which retain 
the lid closed until the package ia to be opened, means for 
facilitating the removal of th e lid from the holder when its content-.* 
are to be accessed, a nd spaced elements projecting outwardly from the 
b lister package in the vicinity of the BPiaot and socket, at least one 
of the elemen ts being spaced from the loading aperture . 

6. (Currently Amended) A blister package assembly as set forth in 
claim 5, in which the thickness of the carrier sheet is less than or 
equal to the space separating the holder opening loading aperture from 
said one of the elements. 

7. {Currently Amended) A blister package assembly as set forth in 
claim 5, in which the carrier sheet comprises a double thielcnepo of a 
two thin cardboard oheot bearing printing^ oaid thin ahcot having-^ 
croaoo lino dividing it into two halveo which can bo folded ' over one 
another, each half sheets, each thin sheet being formed with apertures 
which register with one another when the ohect- io foldod back on 
ito e lf after printing, to provide a carrier sheet of the required 
stiffness with holders located in respective apertures of each of the 
half thin sheets . 

8. (New) A blister package assembly as set forth in claim 5, in 
which the carrier sheet is formed with a plurality of openings, a 
blister package is mounted in each opening, the carrier sheet 
comprises two thin cardboard sheets in confronting face to face 
relationship, and each thin sheet is formed with apertures which 
register with the apertures in the other sheet to provide a carrier 
sheet of greater stiffness than either of the thin sheets - 

9. (New) A package as set forth in claim 1, wherein the 
cooperating fixtures comprise a plurality of detents projecting from 
the spigot and complementary recesses provided in the socket for 
receiving the detents when the lid is closed. 
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10. (New) a package as set forth in claim 2, in which movement of 
the holder in the other direction is resisted by a plurality of 
external ribs on the wall which are spaced from but extend parallel to 
the flange, the cooperating fixtures comprise a plurality of detente 
projecting from the spigot and complementary recesses provided in the 
socket for receiving the detents when the lid is closed, and the ribs 
are hollow and the hollows of the ribs provide said recesses. 
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